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FPKO2 In-Line Cartridge Filters
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Warking Pressures to: 6090 psi
42,000 kPa
420 bar

Rated Static Burst to: 9135 psi
63,000 kPa
630 bar

Flow Range to: 25 gpm
95 lpm

Features

The FPKO2 is built to withstand pressures upwards of 6000 psi (420 bar). It features a cast iron head and
cold-extruded steel housing for ultimate strength and durability. This filter meets the HF2 in-plent automotive
specification,

Bypass options includs 87 psi/6 bar bypass, bypass with reverse-flow chack valve, ar no bypass.
Take advantagse aof aur mix and match system aof in-stack hsads, housings and cariridges, so you can get exactly

what you need. You can also choose the media type and configuration that's best for your spplication. All FPK02
filters contain Syntegq™, Donaldson's exclusive synthetic filner media formulated especially far hydraulic filtration.

Beta Rating Standard Bypass Ratings
* Performance to 3_4=1000 * 87 psi/ 600 kPa /6 bar

. . . ¢ 87 psiB ith fl
Porting Size Options chf:k \flizs I TEVEISETHOH
¢ SAE-12 Q-ring « No Bypass

Ass“emhly Weight Operating Temperatures
e 4" Assembly: 9.2 Ibs /4.2 kg o -20°F to 250°F / -29°C to 120°C
¢ 8" Assembly: 13.2 Ibs /6.0 kg

. Filter Collapse Ratings
Replacement Filter Lengths s 290 psi/ 2000 kPa / 20 bar {standard)

e 441" /111.9mm . .
o 4.46" / 113.2mm SOOQ psi /20,700 kPa / 207 bar
thigh collapse)

o 816" /207.2mm
e 8.28"/210.3mm
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Max Flow: 25 gpm (95 [om) e

FPKO02 Specification lllustrations

Al dimensions are shown in inches [millimeters].

Applications:
Servo Valve Gircuits
In-Plant & Mobhile Equipment
Power Steering Circuits
High Pressure Circuits
Meets HF2 Specification
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Assembly - Side View

1.61
[41.0] {
35t Head - Top View
E
4w 3.2%
[231.5] [83.4]
Short Housihg
17
13.009 [42]
[3325 ]
Lahg Housing 37 }; + M3 %1.25
[34] = = %55 FUITHD
4} 3-PLES
% MEX 172X
9]
[23.4]
e B
[44.11]
Head - Side View
UUT\LET INLET
<
[4.47] E

Indicatar Plug 1133
Remova plug to
install visual ar
alectrical indicatar.

All dimensions ahove are shown in inches [millimetars]
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FPK02 Components
Standard Filter Choices
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Media B+ =1000 Length Part Comments
No. 1 5 pm 437 P159479 Euna-N® Seal
P161380 Fluorogarhan Seal
High Caollapsa
8.12/203 P167838 Buha-N Szal
P167182 Fluoracarhon Seal
High Collapsa
Ng. 2 9 um 437111 P165041 Buna-N Seal
8.12/203 P165043 Buna-N Szal
Na, 24 10 pm 4371 P165006 Buna-N Szal
P167181 Fuoracarhan Seal
High Collapsz
8.12/203 P165015 Buha-N Szal
P161183 Fluorogarhan Seal
High Caollapsa
No. 8 23 ym 437111 P165136 Buha-N Szal
8.12/203 P165138 Buna-N Seal

Filter Notes
»Refer tothe table inthe Technical Referense Guide far fluid gompatihility with gur filter inedia.
«If yau'rz filtaring petrdlaum-hased ail, filtars with seals made of Buna-N arz appropriate for maost applizations.

+If yau're filteting diester, phasphate ester fluids, water ghycal, water/ail emulsians, and HWCF aver 150°F/83°C, use filters
with seals mads of fluorocarhan, such as Viton®™ from DuPont Dow Elastomers, or Fluarel® from 2M Campany.

+Danaldson "high callapse" filters, with their stzel end caps and wire-hagked imedia, are rated to withstand up ta 2004 psi/
20,10 kPa hzfare collapsing.

s The fluarosarhan sealfhigh gallapse filters alsa use epaxy potting and media seam seals for added shemical sampatihiling,
*Viton® and-Buna-N® registered trademarks of E. . DuPant de Nemours and Company.

Housing Choices

Length Part
{in.) Nao.
Reverse Flow
4" filter P762749
& filter P762770 Checl Schematic

Head Choices -O o

Port Size Bypass Rating Part No.
SAE-12 0-Ring 87 psi /6 bar P762755
SAF-17 0-Ring 87 nsi/ 6 har P7562757

with reversa-flow

chack valve

SAE-120-Ring Nao Bypass P7627638

FITT] TLOTTT TS ST

NOTE: Indizatar part is machined and plugged. Replace plug with indizatar
of cholce: P171945 {visuall or P161055 {electricall. See illustration on
page 155 for dstails.
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High-Performance DT Filter Choices o
5
o0
Media Beta, =1000 Length  Donaldson DT
Number Rating {in/mm] Part No. Comments
2pm <4 pm 441/111,9  P56A194 DT-9020-4-2UM
S5pm Spm 441/111.9  P566195 DT-9020-4-5UM
8um 8 um 441/111.9  PE566196 DT-9020-4-8UM
14 pm 14 pm 441/111.9  P566197 DT-9020-4-14UM
25 um 25 im 441/111.8  Pb66198 DT-9020-4-25UM
2pm <4 ym 8.28/210.3 P566193 DT-9020-8-2UM
Spm Spm 8.28/210.3  PH66200 DT-9020-8-5UM
Sum Sym 8.28/210.2  Pa66201 DT-9020-8-8UM
|
14pm 14 ym 8.28/210.3  PS6E20Z DT-2020-5-14UM |
25 m 25 pm 8.28/210.3 P566203 DT-9020-8-25UM |
Sum Spm 4.46/113.2 PH66335 0T-9021-4-5UM, High callanse
14pm 14 pm 446/113.2  P56E336 DT-9021-4-14UM, High collapse |
5pm 5um 8.16/201.2 P566337 DT-9021-8-5UM, High callapse |
14um 14 um 8.16/207.2 P966328 DT-9021-8-14UM, High collapse | |
Filter Notes |
= All Danaldsan DT filters utilize glass fiher media with an epoxy-hased rasin system far the ultimatg in chemical compatihility, |
= All Danaldsan DT filters are poatted with 2poxy-hased adhesives.

» Standard collapse DT dasigns are douhle wirg-hacksd using epoxy-coatzd stzel mesh for maximum pleat suppart and dirt capasity. |
=High callapsz designs are doublz wire-backsd using stainless stesl mssh.
»High callapss designs are alsa potted inta machinad aluminum endcaps far graater filter intagrity in eritical applicatians, P’IF

T rir1!-1_

»Vitan® seals are standard an all Danaldsan DT filters. Vitan® is aregistered trademark of E. |. DuPant de Nemaours and Campany.
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iz Max Flow: 25 gpm {95 lpm)

Performance Data

FPKO2 Housing Only
Flow Rate llpm])
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FPKQ2 4" DT Filter Only
DT-9023-4, 4.41"/111,9mm
Haw Rate {lpm)
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FPK02 4" DT Filter Only
DT-9021-4, 4.46"/113.2mm
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Pressure Drop (kPa)
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FPKQ2 Standard 8" Filter Only
8.12"/203mm
Flaw Rate {lpm]
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FPKQ2 8" DT Filter Only
DT-9020-8, 8.28"/210.3mm
Flaw Rate {lpm)
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FPK02 8" DT Filter Only
DT-3021-8, £.16"/207.2mm
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Max Flow: 25 gpm (95 [om) e

FPKD2 Service Parts

When installing the FPK02 housing onto an installed head, torque it to 15 ft-lbs./2.1 kg-m.
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Head
Visual Indicator
P171945 ]
5 har, 72.5 psid \
/|
G1/2 )
Plug threads 0-Ring 2-140
remave only when P173382
installing indicatar. P
Filter
AG/DC Electrical
Indicator
P751056
5 har, 72.5 psid
Housing

~

- 0il beforg assambling
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W613 In-Line Cartridge Filters
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Rated Static Burst to: 20,000 psi
138,000 kPa
1380 bar

Flow Range to: 35 gpm
130 Ipm

Features

Tha W6B13 with the T-Type port arrangament is an alternative to the W610 L-Type porting. Thase are offered
with the same housing, filter and indicaters usad in our W810 filter assemblies. Donaldson DT high-performance
4-layer media is offered in five different media grades. The differentisl pressure indicator line is designed to work
with the wide assortmeant of byoass valves. Thermal lockout and surge control ars two kay features incorporated
in many of the valves.

* Head materizl: cast iron
* Housing material; steel
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Max Flow: 35 gpm {130 lpm)

W613 Specification lllustrations
Al dimensions are shown in millimeters [inches].
Indicator Switch

Schematic Wiring Diagram Assembly - Side View
Aluminum Electrical Housings \ AFlndf:atnr-\
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AP INDICATOR RECEPTACLE —
SWITCH (BRAD HARRISON, 41512)
WHITE
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L]
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|Assembly Lengthl
c L, 2 JE—
3
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&P INDICATOR  RECEPTACLE [HIRSCHMANN)
SWITCH (DIN 43850 TYPE AM)

Nota: The female plug {connestor)isto
he furnished by customer.

Plastic Electrical Housings \;;(
“‘-..__‘_‘_‘_

WHITE 22.27 Hex
525 Min. . a1
{2.50) r_-— u'ﬂ‘ —= Brin Pl
J Raguired Far Bowl ol o rain g
JEl R | £/15-13 UNF
i 3 and Element Remava SAE £ Sraight Threat
NO E
oy
]
. o
SYSTEM .
X Head - Top View
AP INDICATOR REGEPTAGLE
SWITCH (BRAD HARRISON, 41512 1321

{.50|

115-14 UNC-2B Thd
WHITE 45 /.'.'II fin. Thd Depth
{8.72] Maunting Hale
BLACK 472 4 Flss
— fr—

11.25)
EE ] Vi
NG j

| +
284
c .2 P RIS
0 225
NG ] ssTeMm f aa
RED ) I l -

_$_ M laz2)
Q
AP INDICATOR  RECEPTACLE (HIRSCHMANN) T T

SWITCH (DIN 43B50 TYPE AM)
Blzad Plug
- TAE-20UNF
Note: The famale plug {connactar] is to SAE-4 Straight Thraad

he furnishad hy custamar.

Ditierential Indicators: Indicatars are designed to actuate at approximately 80% of hypass valve cracking pressure. Itis recommended
that an indicatar with a bypass setting of 100 psid is used with a nan-hypass housing.

Surge Gontrol: This optional feature is used to dampen pressure surges or spikes to avoid premature actuation of the indicator. Surge
cantrol delays the indicator response.

Thermal Lockout: The Thermal Lockout prevents premature signaling of a hypass candition created by viscous fluid during cold start-ups.
Normal indigator actuation capability is resumed ange the operating temperature of the fluid reaches approximately 80°F / 27°C.
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=4 High-Performance DT Filter Choices
L8]
= . Filter Notes
Media Beta, =1000 Length Donaldson DT
Numhber Rating {in./mm) Part Na, Comments « All Danaldsan DT filters utilize glass fiher media
with an epaoxy-based resin system far the ultimate in
2pm <4 pm 4.411111.8 P566391 DT-9800-4-2UM chamical compatihility,
= All Danaldsan DT filters are potted with epoxy-based
Spm Sym 4417111.8 P566392 0T-9800-4-5UM aghasives.
= Standard collapse OT designs ars double wirs-
gyum gym 4411111.8 P566393 DT-9800-4-8UM hacked using epoxy-caated stzel mesh far maximum
nlzat support and dirt canacity,
14 pm 14 pm 4.411111.8 P566394 DT-9800-4-14UM *High callapsz designs are dauble wire-hacked using
stainless stesl mesh.
25 um 25 um 4.41111.8 P566395 DT-9800-4-25UM = High callagsz designs are alsa potied inta maghined
aluminum =ndcaps far greater filter intagrityin
2um <4 m 8.28/210.3 Pa66396 DT-92800-8-2UM sritical spplisatians,
=Vitan” seals are standard on all Danaldson DT filtars,
Bpm Spm 8.28/2110.3 P566397 DT-9800-8-5UM Vitan® is a registered trademarks of E L. DuPont de
Namaurs and Campany,
aym gyum 8.28/210.3 P566398 0T-9800-2-8UM
14 pm 14 pm 8.28/210.3 P556399 DT-9800-8-14UM
5yum 5um 4.46/113.2 P586406 DT-8801-4-5UM, High callapse
14 um 14 m 4.46/113.2 Pa56407 DT-8801-4-14UM, High collanse
5um 5pm 8.16/207.2 P566408 DT-9801-8-5UM, High collapse
14 pm 14 pm 8.16/207.2 Ph56409 DT-9801-8-14UM, High cuollanse
Performance Data W613 4" DT Filter Only W613 4" DT Filter Only
DT-3800-4, 4"A02mm DT-3301-4, 4"M02mm
- o Rets dlpin] Flaw Rate flpm)
W613 Housing Only I 41 qu e :znlw 151 1 4 w :znp 151z
i pi 25
SAE-12 2pm/ bl \y/ 14um 18l Sum 151
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% / H / Pum | 12 = E / //”’U'“ I
o 1" Ag. M. gn SEER |/ H
?;3 gm //// / _H% g A A e
F 2 61 = = L]
e ! 1 - 5 // w’ ) 5 / / a
i / 2 1
] i n Kl 1 1 0 1 o
Flow Fata lgpm) i " u Ll H s &l ] ia B 3 41 51 ]
Flow Rats {gpm] Flave Ratz Japm)
Wa13 8" DT Filter Only W13 8" DT Filter Only
DT-4800-8. #°/203mm DT-9801-4, £%/203mm
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Housing Ordering Guide

Filter W513 1 B 4 M N B 2 LEAD TIME NOTE:
Assambly

TABLE1 TABLE 2 TAELE 2 TABLE 4 TABLE G TAELE & TABLE 7
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This pradustis sanfigured with the spesifications and

ica . . . . ag of chaice. P 3 c D
?ift;"'r'c“ Filtars ordered separately. See pravious page for filter options. LZ?éirr:p?ez:;‘trativ:I?:r |e|:;ifm:§t;aitlg_wr enaldsan
Table 1 Table 4 Tahle 5 (Secondary)
Filter Assemhly Bypass Setting Options Receptacle Options
CODE  DESCRIPTION CODE  BYPASS SETTING CODE  ELECTRICAL STYLE
W613 ASSEmhI\/ 1 NDI‘I'I]W]G.SS B Brad Harrisan® ‘5'[]”1)
Tahle 2 4 a0 psid H Hirschmann® {4-pin)
Filter Collapse Options b 90 psid N None, for visual AP indicatar
CODE  DESCRIPTION Tahle 5 (Primary) Tahle 6
1 150 psid for housing Indigator Style and Setting Seal Options
wihypass valve CODE AP INDICATOR STVIF & SETTING FEEER MATERIAL
4 3000 psid for hausing A~ Visual indicator 70 + 10 psid .
withgut bypass valve w/TL and surge
- ; , V Vilgn®
Tahle 3 B Electrical/visual 70 + 10 psid fon
Port Size Optians W/TLE-lhd surge _ Tahle 7
SR ForTsiE D Electricalfvisual 35 + 5 psid Assembly & Filter Length
A SAE-12 0-1ing E Electr[call\f!sual 100+12 !JSI[I CODE (LGTH] FILTER LENGTH
B SAE-1E O G Electricalfvisual 35 + b psid w/TL 1180 0
: - SA:«E 7 glrlltgFl | Visual indicator 70 + 10 psid — —
cot e olt Flange J_ Noindigator 2{1.75) 8.
ode . . .
M 1" SAE 4-Bolt Flange L Visual indicator 35 + 5 psid METRIC PORTING AVAILAELE
Code 52 § M Visual indicator 35 + 5 psid Change W612 to G613
w/ TL and surge Paorting code A hecomes 3/4"
. . N Electricaljvisual 35 + 5 psi 1SQ 228 BSPP
Media Ratlngs oe el ._/\-'ISUBI F 3 psid Parting code B hecomes 1"
w/12" 3wire flying lead IS0 228 BSPP
Wagtarn Filtar elements hava heen raplaged 0 Visual indicator 100 + 12 psid : .
by Danaldson DT high-perfermance cartridges. - T P - Porting G.Ude F hecnme_s 1" SAE 4 holt
TR TR P Visual indicator 100 + 12 psid flange with M10 mounting threads
wiTL and surge Parting code M hzgomes 1" SAE 4 holt
MEDIA CODE DT MEDIA / d flange with M12 maounting threads

R  Electrical switch 35 + & psid

01 DT 2|_|m - - - .
S Elect” Cal/‘nsu al 100 + 12 psnj Braﬂ Hamsm?? isa rgg\stere' Lrademarknl.‘-.\fnndhf;d Industries, \nc..
03 DT g i . . Hrschinat n® iy o ragislers: ladematlk al Richard Hivsshimann of A erice I,
H W“ 7" 3wire ﬂvmg lead b1 and iten™ are ragiserad trademmarks o7 11, 10l de Hetnaurs and fo
95 DT 8ym T  Electrical switch 100 + 12 psid
10 OT T4ym U Electrical switch 70 + 10 psid
20 0T 25um V__ Electricalfvisual 70 + 10 psid w/TL
Far a camplete filtar interchange, visit W Electricalivisual 100 + 12 psid
crossreference.donaldson.cam. wiTL

Y  Electricalfvisual 35 + 5 psid
w/TL and surge
Z  Electricalfvisual 100 + 12 psid
w/TL and surge
TL {thermal lagkaut)
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W322 In-Line Cartridge Filters
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Working Pressures to: 3000 psi
20,700 kPa
207 bar

Rated Static Burst to: 7,500 psi
51,700 kPa
517 bar

Fatigue Pressure Rating: 2000 psi
13,800 kPa
138 bar

Flow Range to: 50 gpm
190 Ipm

Features

The W322 duplex filter assembly provides continuous, unintarrupted filtering of flows up to 50 gom. The
proprietary housing check valves insure leak free maintenance during replacement filter cycle. The high density
aluminum material provides for a compact and lightweight filter design. Donaldson DT high-performance 4-layer
media is offered in five different media grades. The differentizl pressure indicator line is designed to work with
the wide assortment of bypass valves, Thermal lockcut anc surge control are two key features incorporated in
many of the valvas,

* Anadized aluminum haad and housing
* Duplex offers continuous filtration
* Two housing length options

Beta Rating Standard Bypass Ratings
¢ Ferformance to R.4(=1000 * 90 psi/ 621 kPa /6.2 bar
* 50 psi/ 345 kPa /3.5 bar

Porting Size Options

¢ NoB
« SAE-16 O-ring © SYPass

Operating Temperatures

Assemhly Weight s -20° to 250°F (-29° to 121°C)
¢ 6.88": 34 Ibs / 15.5 kg
* 9.86": 36 Ibs / 16.4 kg Filter Collapse Ratings
. ¢ 150 psi / 1034 kPa / 10.3 bar (standard)
Replacement Filter Lengths * 3000 psi / 20,700 kPa / 206.8 bar {high collapse]

o 441"/ 111.9mm
e 446" /113.2mm
e 8.16"/207.2mm
¢ 8.28"/210.3mm
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W322 Specification lllustrations =
Al dimensions are shown in millimeters [inches]. E
Indicator Switch . g
- - - 1 - 1
Schematic Wiring Diagram Assembly - Side Views ‘ 152 ‘
Aluminum Electrical Housings
WHITE * ' ppa— AP Indicatar
154.34 |

JONYHO

{8471 ' T
Max en 54
15.84) 152.40
{5.00)
0 l
SYSTEM

T
Blaed Plug
'n‘f1ﬁ HUNF
{SAE-4 Plug)
Inlet Part
{0utlat Part at
Oppasite Side.)
Taroue Bowl ta Head

20 N.MYIS Lhs-FOMax

Retzer to Filter Choices
{Assambly Langth)

AP INDICATOR RECEFTACLE -
SWITCH (BRAD HARRISON, 41512}

WHITE
BLACK _
i L £3.85 Min.
MG GND GREEM {275
Clzarance to Drain Plu Outlet Chack Valve
c P 2 e 10 Remave Elament Eﬂﬁ-TSUNg Typ 2Flss
o . 37 = oyeTEM and Bawl {SAE-E Plug)
e *
T
AP INDICATOR  REGEPTACLE [HIRSCHMANM)
SWITCH (DIN 43850 TYPE AM) | _33:

Nota: The female plug {connestor)isto
he furnished by customer. SAE-12Plg ] g

Plastic Electrical Housings

SAE-24 Accass Plug
1Ball Valve]

WHITE

0 H;PT
SYSTEM

Head - Top View —

AP INDICATOR RECEPTACLE
SWITCH {BRAD HARRISON, 41512)

12 2184
WHITE [l l2.50) Altzrnate Qutlet Port
BLACK ) {Pluggsd)
T n
) ! —'—_I— B s ¥
j. 1540 'llé"l] 6
Aili]
D & .15 — | 15241
‘ ) L 5o
C . 2 [— 10 26475
N {1013} l

HE D 2 SYSTEM
1 R ¢ 50.20

{200

,
+ \_ '
N HIE-14UNC-2R Thi.

AP IMDICATOR  RECEPTACLE (HIRSCHMANM} Maunting Hales, 4 Ples
S

SWITCH (DIN 43650 TYPE AM)

Natz: Handle nasitian

A indicates flaw direction
Note: The female plug {connactar) is to
he furnishad hy custamar.

Ditierential Indicators: Indicatars are designed to actuate at approximately 80% of hypass valve cracking pressure. Itis recommended
that an indicatar with a bypass setting of 100 psid is used with a nan-hypass housing.

Surge Gontrol: This optional feature is used to dampen pressure surges or spikes to avoid premature actuation of the indicator. Surge
cantrol delays the indicator response.

Thermal Lockout: The Thermal Lockout prevents premature signaling of a hypass candition created by viscous fluid during cold start-ups.
Normal indigator actuation capability is resumed ange the operating temperature of the fluid reaches approximately 80°F / 27°C.
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FILTRATION SOLUTIONS
wa .
= i Max Flow: 50 gpm {190 pm) \=
l_
—
[
L
o
.
w3
7% W322 Components
o=
o - = -
=4 High-Performance DT Filter Choices
L8]
T
Media Beta, <1000 Length Donaldson DT Filter Notes
Number Rating {in./mm) Part Na. Comments ) B ) )
= All Danaldsan DT filters utilize glass fiher madia
2um <t pm 44111118 P556391 DT-9800-4-2UNM with ah apaxy-basad resin system far the ultimats in
chemigal campatibility,
5um 5pm 441/111.8 P5§6292 DT-9200-4-5UM -A{IjIhDunaIdsan DT filtars are pattad with epoxy-hasad
AINEsIvES,
Sum 8um 4.41/111.8 P566393 DT-9800-4-8UM = Standard collapse DT designs ars douhle wirs-
hasked using epnxy-caated _steel mesh far maximum
14 pm 14 pm 411118 PE66394 DT-9800-4-14UM plaat suppart and dirt capacity,
. Hig‘h callapse designs are double wire-hackad using
25 um 25 um 44/111.8 P566395 DT-9800-4-25UM stainless stezl mesh.
=High callapsz designs are also patted inta mashined
2um <4 pm 8.28/210.3 P566396 DT-9800-8-2UM aluminum endcaps for graater filter intagrity in
critical applications,
5pm 5pm 8.28/2110.3 P566397 DT-9800-8-5UM *Viton¥ seals are standard on all Donaldson DT filters,
Vitan? is a registered trademark of E. . DuPant d=
aum 8 pm 8.28/210.3 Pa66398 DT-9800-8-8UM Mgmaurs and Campany,
14 ym 14 pm 8.28/210.3 Ph56399 DT-9800-8-14UM
25 um 25 um 8.28/210.3 P556400 DT-9800-8-25UM
5pm 5um 4.46M113.2 P566406 DT-9801-4-5UM, High collapss
14 pm 14 um 4.45M113.2 Pa66407 DT-9801-4-14UM, High collapse
5pum Sum 8.16/207.2 P566408 DT-9801-8-5UM, High collapse
14 ym 14 um 8.18/207.2 P586409 DT-92801-8-14UM, High collapse

Performance Data

\W322 4" DT Filter Only \W322 4" DT Filer Only
DT-3800-4, 4°102mm DOT-9801-4, 4"/ 42mm
W322 Housing Only Flow Rate flpm] Flow Rate flpm]
1 E5i] &1 124 181 201 b ] bl 120 160 2m
" 1 . . , 25 A . . . .

Zuml L] ry/ /14um - 160 B - 150
bl ! Il 100 140

]
N

= El / / = =4 / it =
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WW322 8" DT Filter Only \W322 8" DT Filter Only
OT-3800-8, 8°/203mm DT-9801-8, 8"/203mm
Flove Rate llnm) Flaw Ratz Jpm]
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Housing Ordering Guide

Filtar
Assambly

W322 1 B

TABLE1 TABLE 2 TRELE 2

Service
Filter

Tahle 1

4

TABLE 4

Filtars ordered separately. See pravious page for filter options.

dakKc:

Kyna:

Max Flow: 50 gpm {190 lpm)

DN B 2

TABLE G TAELE & TARLE?

Tahle 5 (Primary)

LEAD TIME NOTE:

This pradustis sanfigured with the spesifications and
featuras of your chaice. Please cantact your Danaldsan
sales representativs for lead time details.

CrtpaHuua 14/ 14

w322 13

=
m
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dJ
=
=
[95)
n
=
]
=
20
=
_|
=
=
(¥ a]

Tahle 5 {Secondary)

Filter Assemhly Indigator Style and Setting Receptacle Options

CODE
W?322

DESGRIPTION
Assemhly

Tahle 2

Filter Collapse Options

CODE  DESCRIPTION
1 150 psid far housing
w/hypass valve
4 3000 psid for housing
without bypass valve

Tahle 3

Part Size Options

GODE  PORTSIZE
B SAE-16 Q-ring

Tahle 4

CODE BYPASS SETTING
1 Non-bypass
4 50 psid
f 90 psid

*Note: Use option 1 code anly with
3000 psid collapsae filter.

www.buydonaldson.com

CODE AP INDICATOR STYLE & SETTING

CODE  ELECTRICAL STYLE

Visual indicator 70 psid
w/TL and surge

Electricalfvisual 70 psid
w/TL and surge

Electrical/visual 35 psid

Electricalfvisual 100 psid

Electricalvisual 35 psid w/TL

Visual indicatar 70 psid

AP indicatar plug
Visual indicator 35 psid

Visual indicator 35 psid
w/TL and surge

Electricalvisual 35 psid
wi/12" 3-wire flying lead

Visual indicator 100 psid

Visual indicator 100 psid
w/TL and surge

)

Electrical switch 35 psid

75}

Electricalvisual 100 psid
wi12" 3-wire flying lead

Electrical switch 100 psid

Electrical switch 70 psid

Electricalfvisual 70 psid w/TL

Electrical/visual 100 psid w/TL

<|=Zl<|=(H

Electrical/visual 35 psid
w/TL and surge

~

Electricalvisual 100 psid
w/TL and surge

TL {thermal lackout)

B Brad Harrisan€ {5-pin)
H Hirschmann® {4-pin)

N None, for visual AP indicator

Tahle 6

CODE  MATERIAL
B Buna-N®
V Viton®

Tahle 7

Assembly & Filter Length

CODE {LGTH) FILTER LENGTH
116.88") 40
2 {9.86") 8.00"

METRIC PORTING AVAILABLE
Change \W322 to G322

Parting code B hecomes 1"
1S0 228 BSPP

Media Ratings

Western Filter elements have heen replaced
by Danaldson DT high-parformance cartridges.

WESTERN ~ DONALDSON
MEDIA CODE DT MEDIA
01 DT Zyim
03 DT Sum
05 DT 8ym
10 DT 14ym
20 DT 25m

For a complete filter interchange, wisit
crossreference. donaldson.com.
Gra. Harrisund® Ts o reyisterad tradamark of “Noodhed Fdustries, o,

~irzchmann® is 2 registered trademark af Richard Hirschmarn ot &mer'ca Inc.
Bura-N ® and witan® are rezistersd trademarks of E. 1. DuPant 4z Nemaurs and Ca.
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